
Simple Solutions to Water Pollution  

The ESI EcoVault is a precast 

concrete stormwater treatment 

structure that removes:  

Sediments  

Nutrients  

Trash  

Metals  

Oil and Grease  

Organics  

Baffle Buddy Cassette Filter contains 

patented modified alumino silicate, ESI 

MZ Filter medium, designed to absorb 

cations  and anions such as:  

Phosphates  

Hydrocarbons  

Dissolved Heavy Metals  

PCB, BTX, PCE, THM 

Pentachlorophenol  

Creosote  

Non -ionic surfactants  

 

, trash, metals, oil 

and grease and or-

ganics from storm-

water flows.  Its de-

sign incorporates ex-

panded aluminum or 

stainless debris 

 

¶ List items here.  

¶ List items here.  

¶ List items here.  

¶ List items here.  
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Ported Baffle Wall  Filtered Clean Water  

Debris Screens  

Access Hatches  F.O.G. Baffle Wall  Baffle Buddy Filter  

Inlet  

EcoVault treats the con-
tinuous flow while debris 
screens span the entire 
box, creating extensive 
storage volume.  

Multi -piece construction to minimize  
lifting and freight.  
 
Baffle Buddy Cassette  
Filter becomes the  
final internal weir wall.  
 
Debris screens are made of  
aluminum or Stainless Steel.  
 
ESI MZ Filter medium is superior to tradi-
tional clay materials because it is rigid 
and stable, even in aqueous conditions.  
 

 

EcoVaultõs Baffle Buddy Cassette Filter 

media removal rates have been verified 

by independent laboratories.  

Ask about improved dissolved 

oxygen levels in your storm 

water treatment system  

Phosphorus  
Absorptive  

 media!  


